Dear Customer:

We are pleased to offer for your consideration:

**ONE (1) NEW U.S. INDUSTRIAL 13” X 40” PRECISION GEARED HEAD ENGINE LATHE MODEL USL1340BH-KIT**

This small geared head engine lathe is a good choice for maintenance shop, machine shop, or serious hobbyist. Large spindle bore passes 2” diameter. This machine operates on 220 volts, 1 phase. Please review full compliment of included accessories below:

**Standard Equipment: (Items below are INCLUDED with the machine):**

- 8” 3-jaw chuck. Universal, self-centering
- 8” 4-jaw independent chuck
- Face Plate
- Foot brake with microswitch and brake
- Steady rest
- Follow rest
- 4-way toolpost
- Micrometer carriage stop
- Thread Dial
- Inch/Metric dials on cross, compound and tailstock
- Safety chuck shield
- Work lamp
- Taper attachment (installed)
- Flood coolant system
- Large spindle bore to pass 2”
- Sino 2-axis digital readout, inch and metric, (installed)
- Rear Splash Guard
- Manual with test certificate
- Slide out chip pan
- 220 Volt, Single phase operation
- Induction hardened bedways

*** continued on Page 2 ***
Specifications and important information:

Swing Over Bed 12.99"
Swing Over Cross-Slide 7.79"
Swing Over Gap 18.74"
Maximum Turning Length 39.37"
Spindle Bore 2.008"
Spindle Mount Type D1-5
8 Spindle Speeds 90 to 2000 RPM
Longitudinal Feeds .0049 to .0656 IPR
Cross Feeds .0016 to .0210 IPR
32 Metric Threads 0.45 to 10mm
20 Inch Threads 2-1/4 to 40 TPI
Tailstock Taper No. 3 Morse Taper
Cutting tool size, max 5/8” Square
Main Motor HP 2 HP (1.5 kw) 220V, single phase
Lathe Gross Weight 1,400 lbs.
Crated Dimensions 77” long, 30” wide, 60” tall

PRICE……………….F.O.B. MEMPHIS…………………………………………………………$ 8,990.00

AVAILABLE OPTIONS:

Quick Change Toolpost Kit with Holders........ $ 895.00
ISO Cutting Tool Package......................... $2,295.00

We await your reply and thank you for this opportunity to quote.

Sincerely,

Sales Department,
U.S. INDUSTRIAL MACHINERY